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Introduction
Thank you for your purchase of the Blustream Precision 18 HDMI AOC cable which is suitable for both critical 
and versatile HDMI installations, guaranteeing full support of the 18Gbps bandwidth of HDMI2.0 across the 
range of Precision 18 cables.

The Precision 18 provides an extremely high quality HDMI signal over a wide range of resolutions, up to 4K60 
4:4:4, including 4K resolutions featuring HDR, HDR10+, Dolby Vision and HLG. The AOC, Active Optical Cable, 
is available in 30m, 50m and 100m lengths.

Maximum Video Format Supported 4K 60Hz 4:4:4 8-bit

HDR Support HDR, HDR10, HDR10+, Dolby Vision, HLG

HDMI Compliance HDMI 2.0, including EDID, ARC, CEC and HDCP

Maximum Bandwidth 18Gbps

HDCP Compliance HDCP2.2 including all previous formats

Maximum Audio Format All known HDMI audio formats including Dolby Atmos and DTS:X

HDMI Connector - source HDMI Male Type A connector

HDMI Connector - display Micro HDMI Male Type D connector

HDMI Adapter - display Micro HDMI Female Type D to HDMI Male Type A (supplied)

Cable Direction Directional - use as marked only

Cable Type Hybrid optic fibre and copper

Cable Diameter 4.8mm

Cable Bend Radius 20mm (minimum)

Cable Pulling Strength 150N load (15kg) - when applied to cable, not connector / plug

Power Supply Scheme Draws current from source via HDMI. If required, external USB 
connector on Display Adapter casn provide additional power

Operating Temperature 32°F to 104°F (0°C to 40°C)

Storage Temperature -4°F to 140°F (-20°C to 60°C)
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Commercial

Plug and Play Installation Notes
Warning: Optical cabling is considerably more fragile than typical copper cabling. Please take care during 
installation not to: put excess stress, pinch, or kink the cable during or after installation as this can damage 
the cable core.

-  Blustream AOC cables are directional.  One end is marked ‘Source’ and must be connected to the source 

device.  The other end is marked ‘Display’ and must be connected at the display end

-  The AOC cable will not transmit a HDMI signal if the cable has been installed the wrong way around

-  The cable is designed to be run from the source equipment to the display - the cable will unravel from the 

display end first

-  Do not un-necessarily bend or kink the cable during installation, take note of the minimum bend radius 

(20mm)

-  Take care when running the AOC cable to pull from the cable itself, not from the connector / plug

-  The AOC cable features a detachable connector on the display end.  This allows for easier installation 

when having to run the cable through conduit

-  In some installations the HDMI +5V signal from the source device may be too weak and will therefore 

require boosting.  The detachable HDMI adapter / connector has a built-in Micro USB socket where an 

additional +5V power from a displays USB socket, or external power supply can be provided to boost the 

signal as required

Please note: Micro USB / external PSU are not supplied, but most typical Micro USB phone supplies will 
work
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